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A copy of this instruction manual should always be available for the operator.
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SAFETY INSTRUCTIONS
• Before using the device, please read the user instructions. 

For additional information please contact the seller.

•  Before using ensure device has legible marks and 
all necessary documents are completed.

•  Before initial use, thoroughly examine all components 
of device to observe any potential damage 
caused by improper handling or storage.

•  In addition to this manual, ensure compliance with 
all health and safety regulations on worksite.

•  If there are discrepancies present in the rules or principals 
of this manual, comply with the safer option.

•  The operator must be wearing correct PPE such 
as gloves, a helmet and steel cap boots.

•  Do NOT use device to transport people or any potentially 
hazardous materials, such as liquid metals, corrosive 
materials, or fissile materials. Additionally, do not 
transport loads in dangerous conditions, e.g., offshore.

•  Do NOT use the device in acidic and 
chemically aggressive conditions.

•  Operating temperatures should range from -20˚C to 100˚C.

•  Making unapproved modifications to the device is  
strictly prohibited.

•  Do NOT use the device for operations other than intended.

•  The device must be used in accordance with the description 
given in the previous paragraph of instructions.

•  Cranes, forklifts and other machinery, the device is 
installed in should be designed to work with the device.

•  Any crane hooks or sling hooks should have a smooth 
safety latch in proper working condition during operation.

•  If you are using a sling or additional components, 
you must have the appropriate documentation 
to ensure safe compatibility with the device.

•  Follow all instructions of the additional components used.

•  Operator MUST be trained to use this device.

•  This device should NOT be used in unsuitable weather 
conditions such as strong winds, storms, lightning, ice, 
snow, fog, or other adverse weather conditions.

•  Before each use, ensure the device has 
no sustained damage or defects.

•  The weight of the load being transported should 
be known and NOT exceed the WLL.

•  Load must be free of deformation, dirt, 
peeling, rust, ice, moister, oil and grease when 
being having contact with device.

•  Ensure load is unrestricted and not fixed 
to the ground in ANY way.

•  The condition of the lifting points located on the load should 
be assessed for strength, free form distortion and dirt.

•  Ensure load is stable after lifting.

•  Area of operations should be cleared 
out and prepared for use.

•  Do NOT use damaged or unsuitable device.

•  The operator should be aware of potential risk for 
crushed limbs or other possible accidents.

•  Ensure all persons have left the danger zone.

•  The loads centre of gravity should be directly below 
or exactly between the points of the hook.

•  Being below or within the danger zone of the 
transported load is strictly PROHIBITED.

•  Do NOT lift load when unstable.

•  Do NOT overload the device.

•  Do NOT touch moving parts during 
operation if not intended to.

•  Leaving the suspended load unattended is strictly prohibited.

•  When transporting, do NOT suddenly lift, swing, shock, 
impact or apply side force to the load or device. Transport 
of load should be completed slowly and carefully.

IMPORTANT
PLEASE READ THIS OPERATION MANUAL BEFORE USING THIS PRODUCT. THIS MANUAL CONTAINS  
IMPORTANT INFORMATION REGARDING SAFETY, OPERATION & MAINTENANCE.
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FEATURES
• These lifting Clamps are manufactured 

to comply with AS4991.

• Designed for the lifting and 
transferring of road concrete barriers 
between 150mm and 300mm in a 
wide variety of industries such as; 
shipbuilding, construction, aircraft 
and offshore applications.

• The Global vertical and horizontal 
plate clamps are suitable for the lifting 
and transfer in vertical and horizontal 
position of non-sagging steel plates.

• These plate clamps are manufactured 
from high quality steel to guarantee 
the safety and durability required 
by industrial applications.

• All clamps have been ergonomically 
designed to be user-friendly 
(smaller, lighter and more compact)  
while not sacrificing strength 
and durability.

DESCRIPTION
The Jaybro – M220160 Concrete Barrier Lifting Clamp is 
designed to be attached to a crane, forklift, excavator or 
similar lifting device to facilitate the lifting of concrete 
barriers. The unit is a ‘grab type’ device which secures the 
load by application of force to the sides of the load.  
The function of the unit does not require manual interaction  
of the operator therefore removing personnel from the  
lifting operation.
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PARTS
Lifting clamp parts are shown below.

• The lifting clamp is made of steel in the form double tongs. 

• The arms and jaws of the device are finished with 
a polyurethane cover to increase friction. 

• When device is clamped on the load during lifting, 
the loads centre of gravity should be directly 
under carrier ear, to provide stability. 

• Device is equipped with automatic lock.

SPECIFICATIONS

25mm

150mm

20mm

581mm

500mm

110mm

45mm

160mm

975mm

332mm

280mm

820mm

102mm

No. Clamping Range Part Code Material Qty.

1 Jaw M220160_ZS_X1L044 S355J2G3 2

2 Jaw cover M2200160_CZ_T1X099 Polyurethane 2

3 Main body cover M2200160_CZ_T1X037 Polyurethane 1

4 Carrier ear assembly M2200160_ZS_X1L047 S355J2G3 1

5 Locking mechanism M2200160_CZ_S1X035 / 
M2200160_CZ_S1X036

40HM+QT 1

Part List

Working Load Limit Clamping Range Self-Weight

4500kg 150-300mm 250kg

Dimensions unit (mm)

5
4

12321
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MAINTENANCE
• Store in clean conditions,

• Ensure device will NOT be subject to damage  
or unnecessary wear.

• Please use a lacquer coating to protect against corrosion.

• If device has moving parts during operation, they must be 
periodically lubricated with a small amount of grease.

• Ensure all device marks are legible during 
the entire period of operation.

END OF PRODUCT LIFE
•  Before each use, closely examine the device. 

Ensure there is no defects within the device 
such as cracks, corrosion, deformation, etc.

• The device must be thoroughly inspected every 12 
months. It is recommended to shorten this period to avoid 
potential damage. Ensure all items are checked carefully. 

• You should perform a detailed analysis to 
detect any potential micro cracks.

• Repairing the device on your 
own is PROHIBITED.

• Repairs may only be made by 
qualified personnel and authorised 
by the manufactuere.

• After any repairs are made there 
must be tests provided to ensure 
working conditions of device.

• Each device that has been terminated 
from further use should be marked clearly.

IMPORTANT
DO NOT USE IF THESE OCCURS:

• Any component of device is cracked, bent or deformed.

• There is detected corrosion.

• The device has been exposed to a high temperature  
(any discoloration or burning of the surface has occurred).

• The device has been exposed to adverse 
environmental conditions.

• Any additional components have been 
deemed unusable with the device.

• Malfunction of device.

• Device being overloaded.

• Device marks are illegible or missing nameplate.

• Do NOT cover or paint over any equipment in a way that 
could cause difficulties when detecting possible defects.

• Device parts may only be replaced by original 
spare parts purchased from the manufacturer 
or its authorised representative.

• After use, the device should be stored in a clean 
and dry environment. There should be NO possible 
exposure to weathering, chemical properties or, 
potential impacts from other devices or objects.

• A detailed inspection should be carried by a trained 
person designated by the operator, the details of 
inspection should be recorded and easily available.

• Regular inspections and maintenance are 
necessary to maintain the warranty.



When you know
it just has to happen...
call Jaybro and

1300 885 364
jaybro.com.au

CALL NOW

CONSIDER IT DONE
SYDNEY 
29 Penelope Crescent 
Arndell Park NSW 2148 
02 9678 1491

MELBOURNE 
Building A 1-7 Cyanamid Street 
Laverton North VIC 3026 
03 8318 5099

BRISBANE 
71 Lavarack Avenue 
Eagle Farm QLD 4009 
07 3056 1701 

CANBERRA 
3 Daly Street, 
Queanbeyan West NSW 2620 
02 9678 1491

NEWCASTLE 
100 Glenwood Drive 
Thornton NSW 2322 
02 9678 1491

ADELAIDE 
U1/17 Ceafield Road,  
Para Hills West, SA, 5096

 
PERTH 
6 Riversdale Road,  
Welshpool, WA, 6106


