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Mikasa Upright Rammer 64kg
Honda GX100
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Short Description

Mikasa Upright 66kg Rammer with Honda GX100 petrol engine. The Mikasa MTX-60E Tamping rammer is
balanced to deliver hard hitting compaction whilst ensuring operator comfort through heavy duty handle
vibration isolating mounts. Features heavy-duty handle mounts for reduced operator fatigue, and a balanced
design for comfort. Includes an hour meter and rev meter, larger fuel tank and cyclonic air filtration.

Description

The Mikasa MTX-60E 64kg tamping rammer is balanced to deliver hard hitting compaction whilst ensuring
operator comfort through heavy duty handle vibration isolating mounts.

Features:

Reliable 4-stroke engines deliver low emissions and noise
Superior four stage air filtration system for engine protection
Heavy duty handle mounts reduce operator fatigue, with reduced vibration transfer to the operator
Handle roller for easy loading into vehicles
Central lifting hook for easy and safe onsite handling
Ability to lie down to 90º for transport
Side guards for engine protection
Hour meter and rev meter
Larger fuel tank
Cyclonic Air Filtration lengthens service intervals and improves engine protection
Shock resistant plastic covers for engine protection
MT65HA had 12.7kN impact force MTX 60E generates 13.6kN impact force
Specifications:

Operating Weight 64kg
Shoe size 265 x 340mm
50-80mm jumping stroke
644-695 blows per minute
13.6kN max impact force
10-12 m/min average travel speed
Compaction depth 50-85cm
Honda GX100, 3HP petrol, 2.5L engine
The Flextool Promise:

If the unexpected happens and something goes wrong with your Flextool equipment within the first 12
months of purchase, Flextool will arrange a loan machine for 2 days, free of charge, so you can get the job
done. If a Flextool product breaks down on site, get in touch with Flextool customer service for assistance
with arranging a loan machine through your local hire partner.
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Additional Information

CODE 40-FT2TX60E-UNIT

U.O.M Each

Style Upright Rammer

Features 644 - 695 blows/min

Engine Type Petrol

Engine Specifications Honda GX100

Power Rating 3HP

Maximum Speed 10-12 m/min

Brand Mikasa
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