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Makita 18V Mobile Brushless 4-
Mode Impact Driver Li-Ion
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Short Description

Makita 18V Impact Driver, skin only. Comes with belt clip. This 18V Impact driver has 4 operation modes for
efficient, professional use.

Description

The Makita 18V Mobile Brushless 4-Mode Impact Driver has a staggering 175Nm of max fastening torque.
The intelligent T-Mode adjusts RPM when driving tek screws, and the tool has 4 modes of impact driving
optimised for the task at hand.

Specifications:

Model Number DTD154Z
Features:

4 Modes of impact driving optimised for the task at hand
T-Mode intelligently adjusts rpm when driving tek screws
Staggering 175Nm of max fastening torque
XPT technology that protects against dust & moisture
One touch bit installation
Drive Shank 6.35mm (1/4") Hex
Impact Rate Hard: 0 - 3,800ipm / Med: 0 - 2,600ipm / Soft: 0 - 1,100ipm
Max. capacities high tensile bolt M5 -M14, standard bolt M5 - M16
Max. tightening torque 175Nm
No Load Speed Hard: 0 - 3,600rpm / Med: 0 - 2,100rpm / Soft: 0 - 1,100rpm
Length 117mm
Voltage 18V
Weight (with battery) 1.5kg
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Additional Information

CODE 41-DTD154Z

U.O.M Each

Brand Makita

Cord Type Cordless

Voltage Rating 18 V

Torque 175Nm

No Load Speed
Hard: 0 - 3,600rpm
Med: 0 - 2,100rpm
Soft: 0 - 1,100rpm
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